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(57) ABSTRACT

An introducer is configured to distinguish an introducer pro-
vided with a sheath tube whose wall thickness is reduced,
from an introducer provided with a sheath tube whose wall
thickness is not reduced, and to recognize the relationship
between the inner diameter and the outer diameter for the
sheath tube in which the wall thickness is reduced. The intro-
ducer includes an introducer sheath and a three-way stopcock
portion. The introducer further includes a first information
piece on at least one of the introducer sheath and the three-
way stopcock portion and has an inner diameter dimension of
the sheath tube as an index. Furthermore, a second informa-
tion piece having an outer diameter dimension of the sheath
tube as an index is on at least one of the introducer sheath and
the three-way stopcock portion.

8 Claims, 7 Drawing Sheets
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1
INTRODUCER

CROSS-REFERENCES TO RELATED
APPLICATIONS

This application is a continuation of International Appli-
cation No. PCT/JP2013/058123 filed on Mar. 21, 2013, and
claims priority to Japanese Application No. 2012-072409
filed on Mar. 27, 2012, the entire content of both of which is
incorporated herein by reference.

TECHNICAL FIELD

The present invention generally relates to an introducer.

BACKGROUND DISCUSSION

In recent years, various types of treatments and diagnoses
in the medical field have been performed using an elongated
and hollow tubular-shaped medical instrument called a cath-
eter. Examples of such treatment methods include directly
administering an agent into an affected area using the elon-
gated configuration of the catheter, push-opening a narrowed
section in the lumen in a living body using a catheter in which
a balloon expanded by pressure is attached to a distal end of
the catheter, scraping and opening the affected area using a
catheter in which a cutter is attached to a distal portion of the
catheter, and closing arterial aneurysm, bleeding, or feeding
blood vessel sites with a filling material using the catheter.
Other examples also include a treatment method of embed-
ding and placing a tubular-shaped stent which has a mesh-
shaped side surface into the lumen in the living body using the
catheter so as to maintain an open state of the narrow section
in the lumen in the living body. Further, examples include
aspirating a thrombus within the blood vessels.

In general, an introducer is used in a case where the treat-
ment, diagnosis, or the like is performed using the catheter.
The introducer has an introducer sheath including a sheath
tube introduced to a puncture site; a dilator which is inserted
into a lumen of the sheath tube; and a three-way stopcock
portion which is provided so as to be communicated with the
lumen of the sheath tube. An example is disclosed in Japanese
Utility Model No. 6-48684. The sheath tube is introduced to
a puncture site which is formed on an arm or a leg and a
catheter or the like is percutaneously inserted into a lesion site
such as the blood vessel through the lumen of the sheath tube.

In general, the introducer is color-coded based on a color
code. The color code shows a maximum diameter of a device
(medical instrument such as a catheter) that can be inserted
into the lumen of the sheath tube in the introducer sheath
using colors.

SUMMARY

Consideration has been given to reducing the wall thick-
ness of a sheath tube to more easily introduce the sheath tube
to a puncture site by making the outer diameter of the sheath
tube small and to make a device with a large outer diameter to
be able to be inserted by making the inner diameter of the
sheath tube large.

Regarding an introducer provided with the sheath tube of
which the wall thickness is reduced, in a case where a color
code which is the same as that of a previous sheath tube is
used, there is a problem in that it is impossible to easily
recognize the difference with an introducer provided with the
previous sheath tube in which the wall thickness is not

10

15

20

25

30

35

40

45

50

55

60

65

2

reduced. Such a problem also arises even in both cases before
and after setting the introducer sheath and the dilator.

In addition, with respect to the sheath tube in which the
wall thickness is reduced, there is a problem in that it is
impossible to recognize the relationship between the inner
diameter and the outer diameter. For this reason, it is impos-
sible to recognize whether or not the introducer is an intro-
ducer provided with a sheath tube in which the outer diameter
is reduced while maintaining the maximum diameter of the
insertable medical instrument as it is in the previous sheath
tube, or an introducer provided with a sheath tube in which the
maximum diameter of the insertable medical instrument is
made large while maintaining the outer diameter dimension
as it is in the previous sheath tube.

The introducer disclosed here makes it possible to rather
easily distinguish the introducer provided with the sheath
tube in which the wall thickness is reduced, from the intro-
ducer provided with the previous sheath tube in which the
wall thickness is not reduced, and makes it possible to rela-
tively easily recognize the relationship between the inner
diameter and the outer diameter regarding the sheath tube in
which the wall thickness is reduced.

An introducer includes an introducer sheath having an
elongated hollow sheath tube and a sheath hub which is
provided at a proximal side of the sheath tube and provided
with an insertion port through which a dilator is inserted, a
three-way stopcock portion having a connection tube with
one end connected to the sheath hub, and a three-way stop-
cock main body connected to the other end of the connection
tube.

A first information piece which is shown on at least one of
the introducer sheath and the three-way stopcock portion and
has an inner diameter dimension of the sheath tube as an
index, and a second information piece which is shown on at
least one of the introducer sheath and the three-way stopcock
portion and has an outer diameter dimension of the sheath
tube as an index.

The first information piece or the second information piece
shown on the three-way stopcock portion is shown on at least
one of the connection tube and the three-way stopcock main
body, and the first information piece or the second informa-
tion piece shown on the introducer sheath is shown on at least
one of the sheath tube and the sheath hub.

The first information piece is shown at a position closer to
the insertion port of the sheath hub than the second informa-
tion piece.

The sheath hub includes a sheath support body which is
provided at a proximal side of the sheath tube; a housing
which is provided at a proximal side of the sheath support
body; a cap which is attached to the housing and at which the
insertion port is formed; and a tab portion in which a through
hole is formed in order to fix the introducer sheath. The first
information piece is shown on at least one of the sheath
support body, the housing, the cap, and the tab portion in the
sheath hub, and the second information piece is shown on at
least one of the sheath support body, the housing, the cap, and
the tab portion in the sheath hub.

The sheath tube to be applied includes (a) a first sheath tube
in which the wall thickness is T1 and the outer diameter
dimension is D1o, (b) a second sheath tube in which the wall
thickness is T1 which is the same as that of the first sheath
tube and the outer diameter dimension is D20 (D1o<D20)
whichis setto be a size larger than the first sheath tube, and (c)
a third sheath tube in which the wall thickness is T2 (T2<T1)
which is thinner than the first and the second sheath tubes, the
outer diameter dimension is D30 (D1o<D30<D20) which is
larger than the outer diameter dimension Dlo of the first
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sheath tube and smaller than the outer diameter dimension
D2o of the second sheath tube, and the inner diameter dimen-
sion is D3i (D1i<D3i=D2i) which is larger than the inner
diameter dimension D11 of the first sheath tube and not larger
than the inner diameter dimension D2i of the second sheath
tube, in which the first information piece shown when apply-
ing the third sheath tube is the same as the first information
piece shown when applying the second sheath tube, and in
which the second information piece shown when applying the
third sheath tube is the same as the second information piece
shown when applying the first sheath tube.

The sheath tube to be applied includes (a) a first sheath tube
in which the wall thickness is t1 and the outer diameter
dimension is dlo, (b) a second sheath tube in which the wall
thickness is t1 which is the same as that of the first sheath tube
and the outer diameter dimension is d20 (d1o<d2o0) which is
set to be a size larger than the first sheath tube, and (c) a third
sheath tube of which the wall thickness is t2 (t2<t1) which is
thinner than the first and the second sheath tubes, the outer
diameter dimension is d3o (d3o<dlo<d2o) which is smaller
than the outer diameter dimension d1o of the first sheath tube,
and the inner diameter dimension is d3i (d1i<d3i=d2i) which
is larger than the inner diameter dimension dli of the first
sheath tube and not larger than the inner diameter dimension
d2i of the second sheath tube, in which the first information
piece shown when applying the third sheath tube is the same
as the first information piece shown when applying the sec-
ond sheath tube, and in which the second information piece
shown when applying the third sheath tube is the same as the
second information piece shown when applying the first
sheath tube.

The first information piece is configured of at least one of
a color or a figure, and the second information piece is con-
figured of at least one of a color or a figure.

The introducer disclosed here includes the first information
piece having the inner diameter dimension of the sheath tube
as an index and the second information piece having the outer
diameter dimension of the sheath tube as an index, on the
introducer sheath or the three-way stopcock portion. There-
fore, it is possible to easily recognize the difference between
the introducer provided with the sheath tube in which the wall
thickness is reduced and the introducer provided with the
previous sheath tube in which the wall thickness is not
reduced. For example, in a case where the first information
piece is a Fr size of the sheath tube having an inner diameter
dimension of the sheath tube as an index and the second
information piece is a Fr size of the sheath tube having an
outer diameter dimension of the sheath tube as an index, the
first information piece and the second information piece are
the same as each other in a case of the previous sheath tube of
which the wall thickness is not reduced. On the other hand, in
a case of the sheath tube in which the wall thickness is
reduced, it is possible to reduce the size of the outer diameter
dimension by, for example, reducing one Fr size at the same
inner diameter dimension, and therefore, the first information
piece and the second information piece are different from
each other. In other words, when the first information piece
and the second information piece are the same as each other,
auser can easily identify that the used introducer is the intro-
ducer provided with the previous sheath tube in which the
wall thickness is not reduced. Meanwhile, when the first
information piece and the second information piece are dif-
ferent from each other, a user can easily identify that the used
introducer is the introducer provided with the sheath tube in
which the wall thickness is reduced.

Furthermore, since the introducer is provided with the first
information piece having the inner diameter dimension of the
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sheath tube as an index and the second information piece
having the outer diameter dimension of the sheath tube as an
index, the relationship between the inner diameter and the
outer diameter becomes clear with respect to the sheath tube
in which the wall thickness is reduced.

In this manner, a user can recognize whether or not the
sheath tube is the sheath tube in which the wall thickness is
reduced and can recognize the relationship between the inner
diameter and the outer diameter with respect to the sheath
tube in which the wall thickness is reduced while preparing or
using the introducer. Accordingly, it is possible to smoothly
and promptly proceed with the preparation work of a device
to be inserted next and to prevent misidentification of the
device size.

It is possible to employ a mode showing both the first
information piece and the second information piece on the
introducer. Moreover, individual members which are
included in the introducer sheath can be set to show the first
information piece or the second information piece and indi-
vidual members which are included in the three-way stop-
cock portion can be set to show the first information piece
and/or the second information piece.

The inner diameter of the sheath tube is shown at a position
close to the insertion port of the sheath hub. Therefore, it is
easy to recognize the maximum size of a device that can be
inserted into the insertion port.

It is possible to show the first information piece and the
second information piece on individual members which are
included in the sheath hub.

The third sheath tube is the sheath tube in which the wall
thickness is reduced compared to the first and the second
sheath tubes. The outer diameter dimension thereof is the
same as that of the first sheath tube and the inner diameter
dimension is the same as that of the second sheath tube.
Therefore, it is possible to insert a device having a size larger
while reducing the size of the outer diameter.

The third sheath tube is the sheath tube in which the wall
thickness is reduced compared to the first and the second
sheath tubes, and the outer diameter dimension thereof is
smaller than the first and the second sheath tubes. Therefore,
it is possible to insert a device by reducing the size of the outer
diameter. In addition, when the inner diameter dimension is a
size between the inner diameter dimensions of the first and the
second sheath tubes, a device having a size larger can be
inserted.

It is also possible to simply show the first and the second
information pieces using a color and/or a figure.

BRIEF DESCRIPTION OF DRAWINGS

FIG. 1 is a plan view showing a schematic configuration of
an introducer in a state where an introducer sheath and a
dilator are set.

FIG. 2 is a plan view showing a schematic configuration of
an introducer in a state where an introducer sheath and a
dilator are disassembled.

FIG. 3 is a cross-sectional view showing a main section of
an introducer.

FIG. 4 is a view showing a state where a catheter is inserted
through an introducer sheath introduced to a puncture site.

FIGS. 5(A) and 5(D) are cross-sectional views showing
sheath tubes in which the wall thicknesses (t=T1) are rela-
tively thick and FIGS. 5(B) and 5(C) are cross-sectional
views showing sheath tubes in which the wall thicknesses
(t=T2, T3) are relatively thin.

FIGS. 6(A) to 6(C) are cross-sectional views illustrating
first to third sheath tubes applied to an introducer. The third
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sheath tube is a sheath tube in which the wall thickness is
more reduced compared to the first and the second sheath
tubes. The third sheath tube shows a tube in which the outer
diameter dimension is the same as that of the first sheath tube
and the inner diameter dimension is the same as that of the
second sheath tube and through which a device having a size
larger can be inserted while reducing the size of the outer
diameter.

FIGS. 7(A) to 7(C) are cross-sectional views illustrating
first to third sheath tubes applied to an introducer. The third
sheath tube is a sheath tube in which the wall thickness is
more reduced compared to the first and the second sheath
tubes. The third sheath tube shows a tube of which the outer
diameter dimension is smaller than those of the first and
second sheath tubes and through which a device can be
inserted while reducing the size of the outer diameter.

DETAILED DESCRIPTION

Hereinafter, an embodiment of an introducer representing
one example of the introducer disclosed here will be
described with reference to the accompanying drawings.
Common features are identified by the same reference numer-
als throughout and a detailed description of previously
described features will not be repeated. In some cases, dimen-
sional ratios in the drawings are exaggerated and are different
from the actual ratios for the convenience of description.

FIG. 1 illustrates the configuration of an introducer 10 in a
state where an introducer sheath 20 and a dilator 30 are set,
FIG. 2 shows the introducer 10 in a state where the introducer
sheath 20 and the dilator 30 are disassembled, FIG. 3 is a
cross-sectional view showing a main section of the introducer
10, and FIG. 4 illustrates a catheter 70 inserted through the
introducer sheath 20 introduced to a puncture site.

The introducer 10 is a device that ensures an access route
into a lumen in a living body. In the description below, the
hand operation unit side of the device from which the device
is operated will be referred to as a “proximal side” or “proxi-
mal end”, and the side through which the device is inserted
into the lumen in the living body will be referred to as a “distal
side” or “distal end”.

To outline the introducer 10 with reference to FIGS. 1 to 3,
the introducer 10 includes the introducer sheath 20, the dilator
30, and a three-way stopcock portion 40. The introducer
sheath 20 includes an elongated hollow sheath tube 21 and a
sheath hub 22 which is provided at the proximal side of the
sheath tube 21 and provided with an insertion port 254
through which the dilator 30 is inserted. The dilator 30
includes a dilator tube 31 which is inserted into (positioned
in) the sheath tube 21 and a dilator hub 32 which is provided
at the proximal side of the dilator tube 31 and is connectable
to a sheath hub 22. The three-way stopcock portion 40
includes a connection tube 41 possessing one end connected
to the sheath hub 22 and a three-way stopcock main body 42
which is connected to the other end of the connection tube 41.
Referring to FIG. 4, the dilator 30 is removed after the intro-
ducer sheath 20 is introduced to a puncture site, and a device
such as the catheter 70 is percutaneously inserted into a lesion
site such as the blood vessels or the like through a lumen of the
introducer sheath 20. Compared to trans femoral intervention
(TFI) in which the introducer sheath 20 is introduced from a
foot, trans radial intervention (TRI) in which the introducer
sheath 20 is introduced from the arm has advantages such as
facilitated hemostasis, shortened rest time, fewer bleeding
complications, and the like for both patients and hospitals.
Hereinafter, the introducer 10 will be described in detail.
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The introducer sheath 20 remains in the lumen in the living
body. A device such as the catheter 70, a guide wire, or an
embolus material is inserted into the introducer sheath to be
introduced into the lumen in the living body.

The sheath tube 21 is percutaneously introduced into the
lumen in the living body. The sheath tube 21 possesses an
elongated tubular shape and the proximal side of the sheath
tube 21 is connected to the distal side of the sheath hub 22.
The sheath tube 21 includes a distal portion 21a with a taper-
ing outer diameter and a main body portion 215 with a con-
stant outer diameter.

Examples of the material constituting the sheath tube 21 is
not particularly limited, but it is possible to use a polymer
material such as polyolefin (for example, polyethylene,
polypropylene, polybutene, an ethylene-propylene copoly-
mer, an ethylene-vinyl acetate copolymer, an ionomer, and a
mixture of at least two thereof), a polyolefin elastomer, a
cross-linked body of polyolefin, polyvinyl chloride, polya-
mide, a polyamide elastomer, polyester, a polyester elas-
tomer, polyurethane, a polyurethane elastomer, fluorine resin,
polycarbonate, polystyrene, polyacetal, polyimide, poly-
etherimide, and aromatic polyether ketone, and a mixture
thereof. An ethylene tetrafluoroethylene copolymer (ETFE)
can be used suitably.

As shown in FIG. 3, the sheath hub 22 includes a sheath
support body 23 which is provided at the proximal side of the
sheath tube 21; a housing 24 which is provided at the proxi-
mal side of the sheath support body 23; a cap 25 which is
attached to the housing 24 and at which the insertion port 254
is formed; and a tab portion 26 in which a through hole 264 is
formed in order to positionally fix the introducer sheath 20.

The diameter of the distal portion of the sheath support
body 23 is reduced to have a curved-surface shape in order to
prevent kinking of the sheath tube 21. It is preferable that the
quality of the material of the sheath support body 23 be
flexible resin in order to prevent the kinking of the sheath tube
21, and a thermoplastic elastomer such as SEBS can be used.

The distal side of the housing 24 is connected to the proxi-
mal side of the sheath support body 23 and the proximal side
of'the housing 24 is extended over the sheath support body 23.
A side port 27 that communicates with the lumen of the sheath
tube 21 is formed on the side of the housing 24.

The material constituting the housing 24 is not particularly
limited, but a hard material such as hard resin is suitable.
Examples of the hard resins include polyolefin such as poly-
ethylene and polypropylene, polyamide, polycarbonate, and
polystyrene.

A hemostasis valve 28 is attached to the proximal side of
the housing 24. The hemostasis valve 28 has a substantially
elliptical membrane shape (disk-shape). The material consti-
tuting the hemostasis valve 28 is not particularly limited, but
examples of the material include silicone rubber, latex rubber,
butyl rubber, and isoprene rubber which are elastic members.

The cap 25 fixes the hemostasis valve 28 such that an outer
peripheral part of the hemostasis valve 28 is interposed
between the housing 24 and the cap 25 as shown in FIG. 3.
The material constituting the cap 25 is not particularly lim-
ited, but the material which is the same as that constituting the
housing 24 can be applied.

The tab portion 26 is integrally provided at the proximal
side of the sheath support body 23 in the embodiment shown
in the drawing. That is, in this embodiment representing an
example of the introducer, the tab portion 26 and the sheath
support body 23 are integrally formed in one piece as a unit.
The through hole 264 formed in the tab portion 26 and a fixing
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groove 23a formed on the sheath support body 23 are appro-
priately used to fix the introducer sheath 20 to the puncture
site.

The tab portion 26 may be a separated body from the sheath
support body 23. Furthermore, the tab portion 26 may be
rotatably provided around the axis of the sheath tube 21 in
order to easily adjust the position of the tab portion 26 during
fixing work.

The dilator 30 is used to prevent the sheath tube 21 from
being kinked and to expand the diameter of a perforation on
the skin when the introducer sheath 20 is inserted into the
blood vessel.

The dilator tube 31 is inserted into the sheath tube 21. As
shown in FIG. 1, the dilator tube is configured so that the
distal portion of the dilator tube 31 is able to protrude from
(extend distally beyond) the distal end of the sheath tube 21.

Examples of materials constituting the dilator tube 31
include a polymer material such as polyolefin (for example,
polyethylene, polypropylene, polybutene, an ethylene-pro-
pylene copolymer, an ethylene-vinyl acetate copolymer, an
ionomer, and a mixture of at least two thereof), a polyolefin
elastomer, a cross-linked body of polyolefin, polyvinyl chlo-
ride, polyamide, a polyamide elastomer, polyester, a polyes-
ter elastomer, polyurethane, a polyurethane elastomer, fluo-
rine resin, polycarbonate, polystyrene, polyacetal, polyimide,
polyetherimide, and aromatic polyether ketone, and a mixture
thereof.

The dilator hub 32 includes a locking claw 33 that extends
toward the distal side. The locking claw (distal part of the
locking claw) 33 includes a projection that fits into an annular
groove 29 which is provided at the proximal side of the sheath
hub 22. The dilator hub 32 is detachably held at the sheath hub
22 using the locking claw 33 of the dilator hub 32 and the
annular groove 29 of the sheath hub 22.

The material constituting the dilator hub 32 is not particu-
larly limited, but a hard material such as hard resin is suitable.
Examples of the hard resin include polyolefin such as poly-
ethylene and polypropylene, polyamide, polycarbonate, and
polystyrene.

Anend ofthe connection tube 41 of the three-way stopcock
portion 40 is liquid tightly connected to the side port 27 which
is provided in the sheath hub 22. The connection tube 41 is a
tube made of polybutadiene and has flexibility, for example.
The three-way stopcock main body 42 is mounted on the
other end of the connection tube 41. A liquid such as physi-
ological saline is injected into the introducer sheath 20
through the connection tube 41 from a port of the three-way
stopcock main body 42.

FIGS. 5(A) and 5(D) are cross-sectional views showing
sheath tubes 100 and 103 possessing wall thicknesses (t=T1)
that are relatively thick and FIGS. 5(B) and 5(C) are cross-
sectional views showing sheath tubes 101 and 102 possessing
wall thicknesses (t=T2, T3) that are relatively thin.

As shown in FIGS. 5(A) and 5(B), the size of the outer
diameter dimension ¢3 can be reduced by for example, one
French size (Fr size) (¢2>¢3) at the same inner diameter
dimension ¢1 by reducing the wall thickness (t=12, T1>T2)
of the sheath tube 101. Here, the French size (Fr size) of the
sheath tube indicates a maximum diameter of a device (medi-
cal instrument such as catheter 70) that can be inserted into
the lumen of the sheath tube. In addition, as shown in FIGS.
5(A) and 5(C), the inner diameter dimension ¢4 can be
increased (¢p4>¢1) at the same outer diameter dimension ¢2
by reducing the wall thickness (t=T3, T1>T3) of the sheath
tube 102. Therefore, the inner diameter dimension ¢4 allows
insertion of a device possessing an even larger outer diameter.
On the other hand, as shown in FIGS. 5(A) and 5(D), the size
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of the inner diameter dimension ¢5 is also reduced (¢1>¢5)
even when the size of the outer diameter dimension ¢3 is
reduced by downing one Fr size (¢2>¢3) with the wall thick-
ness (t=T1) of the sheath tube 103 being maintained. As a
result, only a device possessing a relatively small outer diam-
eter dimension can be inserted.

The range of applications is extended as follows by reduc-
ing the wall thickness of the sheath tube 21. Because the outer
diameter of the introducer sheath (7Fr size introducer sheath)
into which a medical device having 7Fr (7Fr outer diameter)
is inserted was larger than the blood vessel diameter (approxi-
mately 2.9£0.6 mm) of radial artery, it is impossible to per-
form TRI procedure using the device such as the catheter 70
having 7Fr. Herein, the outer diameter dimension of the intro-
ducer sheath can be reduced in size by one Fr (6Fr size) at the
same inner diameter dimension by reducing the wall thick-
ness of the introducer sheath 20. In this manner, it is possible
to perform TRI procedure using the device having 7Fr. The
device (medical device) with an outer diameter of 7Fr can be
inserted into the introducer sheath with an outer diameter of
6Fr size. In the present specification, such device size-sheath
size combination is referred to as *“7 in 6. That is, the intro-
ducer sheath expressed as 7 in 6” means the inner diameter
of the introducer sheath is sized to receive a device (medical
device) having an outer diameter of 7Fr, and the outer diam-
eter of the introducer sheath is equivalent to an outer diameter
of a known introducer sheath corresponding to 6 Fr size.
Thinning the wall thickness of a known 7Fr introducer sheath
makes possible the above-described “7 in 6” introducer
sheath. A medical device possessing 7Fr outer diameter can
be inserted into an introducer sheath expressed as “7 in 6.

The device size-sheath size combination is not limited to
the “7 in 6” and can be applied to all sizes. For example, all
outer diameter dimensions can be reduced by one Fr size as
“11in107,10in 9”,“9in 8”,“8in 77, “7 in 67, “6 in 57, “5
in4”,“41in3”, and “3 in 2”.

Furthermore, as the sheath outer diameter dimension is
reduced by one Fr size, an insertion mark (incision) of the
human body becomes smaller and the hemostasis time is
shortened. Accordingly, the hospital stay time is shortened
and a physical burden on a patient and an economic burden on
the hospital become lighter.

As described above, the size of the outer diameter dimen-
sion can be reduced by one Fr size at the same inner diameter
dimension by reducing the wall thickness of the sheath tube
21. However, inregards to the introducer 10 provided with the
sheath tube 21 in which the wall thickness is reduced, in a case
where the color code which is the same as that of the previous
sheath tube is used, it is impossible to easily recognize the
difference with an introducer 10 provided with the previous
sheath tube in which the wall thickness is not reduced. In
addition, in regards to the sheath tube 21 in which the wall
thickness is reduced, it is impossible to recognize the rela-
tionship between the inner diameter and the outer diameter.

The introducer 10 of the present embodiment which
addresses the above-described problem caused when the wall
thickness of the sheath tube 21 is reduced.

As described above, the introducer 10 of the present
embodiment has the introducer sheath 20 and the three-way
stopcock portion 40. The introducer sheath 20 includes the
elongated hollow sheath tube 21 and the sheath hub 22 which
is provided at the proximal side of the sheath tube 21 and
provided with the insertion port 254 through which the dilator
30 is inserted. The three-way stopcock portion 40 includes a
connection tube 41 possessing one end connected to the
sheath hub 22 and a three-way stopcock main body 42 which
is connected to the other end of the connection tube 41. The
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introducer 10 further includes a first information piece 51
which is shown on at least one of the introducer sheath 20 and
the three-way stopcock portion 40 and has an inner diameter
dimension of the sheath tube 21 as an index (information
(e.g., color) expressing the inner diameter dimension of the
sheath tube 21), and a second information piece 52 which is
shown on at least one of the introducer sheath 20 and the
three-way stopcock portion 40 and has an outer diameter
dimension of the sheath tube 21 as an index (information
(e.g., color) expressing the outer diameter dimension of the
sheath tube 21).

In the present embodiment, the first information piece 51 is
configured of a color and the second information piece 52 is
also configured of a color.

The portions of the introducer 10 to show the first infor-
mation piece 51 and the second information piece 52 can be
appropriately modified. In the present embodiment, the first
information piece 51 or the second information piece 52 is
shown on members (sheath tube 21 and sheath hub 22)
included in the introducer sheath 20 and the first information
piece 51 or the second information piece 52 is shown on
members (connection tube 41 and three-way stopcock main
body 42) included in the three-way stopcock portion 40.
Possible combinations of information and location are listed
in the following Table 1.

TABLE 1

First information piece 51
(using inner diameter

Second information piece 52
(using outer diameter

Com- dimension of sheath dimension of sheath
bination tube 21 as index) tube 21 as index)
1 Introducer sheath 20 Three-way stopcock portion 40
2 Three-way stopcock portion 40 Introducer sheath 20
3 Three-way stopcock portion 40  Three-way stopcock portion 40
4 Introducer sheath 20 Introducer sheath 20

As described above, the Fr size of the sheath tube 21 shows
the maximum diameter of the device that can be inserted into
the lumen of the sheath tube 21. For example, there is a case
where the first information piece 51 is a Fr size of the sheath
tube 21 having an inner diameter dimension of the sheath tube
21 as an index and the second information piece 52 is a Fr size
of the sheath tube 21 having an outer diameter dimension of
the sheath tube 21 as an index. In this case, the first informa-
tion piece 51 and the second information piece 52 are the
same as each other in a case of the previous sheath tube in
which the wall thickness is not reduced. On the other hand, in
a case of the sheath tube 21 in which the wall thickness is
reduced, it is possible to reduce the size of the outer diameter
dimension by, for example, reducing one Fr size at the same
inner diameter dimension, and therefore, the first information
piece 51 and the second information piece 52 are different
from each other. In other words, when the first information
piece 51 and the second information piece 52 are the same as
each other, a user can easily identify that the used introducer
is the introducer 10 provided with the previous sheath tube in
which the wall thickness is not reduced. On the other hand,
when the first information piece 51 and the second informa-
tion piece 52 are different from each other, a user can easily
identify that the used introducer is the introducer 10 provided
with the sheath tube 21 in which the wall thickness is reduced.

In this manner, since the introducer 10 is provided with the
first information piece 51 having the inner diameter dimen-
sion of the sheath tube 21 as an index and the second infor-
mation piece 52 having the outer diameter dimension of the
sheath tube 21 as an index, it is possible to easily recognize
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the difference between the introducer 10 provided with the
sheath tube 21 in which the wall thickness is reduced and the
introducer 10 provided with the previous sheath tube in which
the wall thickness is not reduced.

Furthermore, since the introducer 10 is provided with the
first information piece 51 having the inner diameter dimen-
sion of the sheath tube 21 as an index and the second infor-
mation piece 52 having the outer diameter dimension of the
sheath tube 21 as an index, the relationship between the inner
diameter and the outer diameter becomes clear with respectto
the sheath tube 21 in which the wall thickness is reduced.

In this manner, a user such as a doctor or a nurse can
recognize whether or not the sheath tube is the sheath tube 21
in which the wall thickness is reduced and can recognize the
relationship between the inner diameter and the outer diam-
eter with respect to the sheath tube 21 in which the wall
thickness is reduced while preparing or using the introducer
10. Accordingly, it is possible to smoothly and promptly
proceed with the preparation work of a device to be inserted
next and to prevent misidentification of the device size.

Itis possible to select portions of the introducer 10 to show
the first information piece 51 and the second information
piece 52. Moreover, individual members (sheath tube 21 and
sheath hub 22) which are included in the introducer sheath 20
can be set to show the first information piece 51 or the second
information piece 52 and individual members (connection
tube 41 and a three-way stopcock main body 42) which are
included in the three-way stopcock portion 40 can be set to
show the first information piece 51 or the second information
piece 52.

Here, it is preferable that the first information piece 51 be
shown (located) at a position closer to the insertion port 25a
of the sheath hub 22 than the second information piece 52.
Accordingly, the inner diameter of the sheath tube 21 is
shown at a position close to the insertion port 25a¢ of the
sheath hub 22. Therefore, it is easy to recognize the maximum
size of'a device that can be inserted into the insertion port 254.

From this perspective, the portions showing the first infor-
mation piece 51 and the second information piece 52 may be
selected from the first to the third combinations in Table 1.

In the first combination in Table 1, the first information
piece 51 is shown on the entirety or the proximal portion of
the introducer sheath 20 and the second information piece 52
is shown on the three-way stopcock portion 40. In this case,
the second information piece 52 is shown near a position,
which is separated from the side port 27 of the sheath hub 22
as much as possible, for example, the three-way stopcock
main body 42 or the other end (end portion at a side to which
the three-way stopcock main body 42 is connected) of the
connection tube 41.

In the second combination in Table 1, the first information
piece 51 is shown on the three-way stopcock portion 40 and
the second information piece 52 is shown on the introducer
sheath 20. In this case, the first information piece 51 is shown
near a position, which is adjacent to the side port 27 of the
sheath hub 22 as much as possible, for example, an end of the
connection tube 41 (end portion at a side which is connected
to the sheath hub 22). In addition, the second information
piece 52 is shown at a position, such as the sheath tube 21,
which is separated from the side port 27 of the sheath hub 22
as much as possible.

In the third combination in Table 1, the first and the second
information pieces 51 and 52 are shown on the three-way
stopcock portion 40. In this case, the first information piece
51 is shown near a position, which is adjacent to the side port
27 of the sheath hub 22 as much as possible, for example, an
end of the connection tube 41 (end portion at a side which is
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connected to the sheath hub 22). The second information
piece 52 is shown near a position which is separated from the
side port 27 of the sheath hub 22 as much as possible, for
example, the three-way stopcock main body 42 or the other
end (end portion at a side to which the three-way stopcock
main body 42 is connected) of the connection tube 41.

When showing the first information piece 51 or the second
information piece 52 on the connection tube 41, the first
information piece 51 or the second information piece 52 may
be shown on a member which is separately attached to the
connection tube 41 as well as directly showing it on the
connection tube 41. For example, a flat chip such as a name
plate is attached to a desired position of the connection tube
41 to show the first information piece 51 or the second infor-
mation piece 52 on the chip, or the connection tube 41 is
coated with a shrinkable tube having a different color.

It is possible to employ a mode of showing the first infor-
mation piece 51 or the second information piece 52 on indi-
vidual members included in the sheath hub 22 as well as
showing the first information piece 51 and the second infor-
mation piece 52 on the entire sheath hub 22. The mode will be
described below.

The sheath hub 22 of the present embodiment includes the
sheath support body 23 which is provided at the proximal side
of'the sheath tube 21, the housing 24 which is provided at the
proximal side of the sheath support body 23, the cap 25 which
is attached to the housing 24 and at which the insertion port
25a is formed, and a tab portion 26 in which a through hole
26a is formed in order to fix the introducer sheath 20. The
three-way stopcock portion 40 includes the connection tube
41 and the three-way stopcock main body 42. Moreover, the
first information piece 51 and the second information piece
52 can be shown on at least one of the sheath support body 23,
housing 24, cap 25, and tab portion 26 in the sheath hub 22. In
addition, the first information piece 51 and the second infor-
mation piece 52 can be shown on at least one of the connec-
tion tube 41 and the three-way stopcock main body 42. The
combinations when showing the first information piece 51 on
the sheath hub 22 of the introducer sheath 20 and the second
information piece 52 on the three-way stopcock portion 40
are listed in the following Table 2.

TABLE 2

First information piece 51 Second information piece 52
(inner diameter dimension of (outer diameter dimension of

Combination sheath tube 21) sheath tube 21)

1 Sheath support body 23 Connection tube 41

2 Housing 24 Connection tube 41

3 Cap 25 Connection tube 41

4 Tab portion 26 Connection tube 41

5 Sheath support body 23 Three-way stopcock main
body 42

6 Housing 24 Three-way stopcock main
body 42

7 Cap 25 Three-way stopcock main
body 42

8 Tab portion 26 Three-way stopcock main
body 42

As described above, in order to facilitate easy recognition
of the maximum size of a device that can be inserted into the
insertion port 25a of the sheath hub 22, it is preferable that the
first information piece 51 be shown at a position closer to the
proximal portion of the dilator 30 than the second information
piece 52. From this perspective, as described above, the sec-
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ond information piece 52 may be shown near a position,
which is separated from the side port 27 of the sheath hub 22
as much as possible, for example, the three-way stopcock
main body 42 or the other end (end portion at a side to which
the three-way stopcock main body 42 is connected) of the
connection tube 41. The first information piece 51 may be
shown on an integrated part in which two members, the sheath
support body 23 and the tab portion 26, are integrally formed.
In addition, the first information piece 51 may be shown on an
integrated part in which three members, the sheath support
body 23, the housing 24, and the tab portion 26, are integrally
formed. In addition, the second information piece 52 may
also be shown on an integrated part in which two members,
the connection tube 41 and the three-way stopcock main body
42, are integrally formed.

The sheath tube 21 which is applied to the introducer 10
will be described with reference to FIGS. 6(A) to 6(C). The
sheath tube 21 to be applied includes a combination of three
kinds of sheath tubes such as a first sheath tube 61 to a third
sheath tube 63 to be described below.

As shown in FIG. 6(A), in the first sheath tube 61, the wall
thickness is T1, the outer diameter dimension is D1o, and the
inner diameter dimension is D1i. There is an example of the
previous sheath tube in which the wall thickness is not
reduced and has a SFr size.

As shown in FIG. 6(B), in the second sheath tube 62, the
wall thickness is T1 which is the same as that in the first sheath
tube 61, the outer diameter dimension is D20 (D1lo<D20)
which s setto be a size larger than the first sheath tube 61, and
the inner diameter dimension is D2i. For example, the sheath
tube is the previous sheath tube in which the wall thickness is
not reduced and has a 6Fr size.

As shown in FIG. 6(C), in the third sheath tube 63, the wall
thickness is T2 (T2<T1) which is thinner than the first and the
second sheath tubes 61 and 62, the outer diameter dimension
is D30 (D1lo<D30<D20) which is larger than the outer diam-
eter dimension Dlo of the first sheath tube 61 and smaller
than the outer diameter dimension D20 of the second sheath
tube 62, and the inner diameter dimension is D3i
(D1i<D3i<D2i) which is larger than the inner diameter
dimension D11 of the first sheath tube 61 and not larger than
the inner diameter dimension D2i of the second sheath tube
62. The third sheath tube 63 is the sheath tube 21 in which the
wall thickness is reduced. The outer diameter dimension of
the third sheath tube 63 is the same as that of the previous
sheath tube 21 with a 5Fr size and the inner diameter dimen-
sion of the third sheath tube 63 is the same as that of the
previous sheath tube 21 with a 6Fr size, and therefore, it is
possible to insert a device having 6Fr therein. According to
the way of expression in the present specification, the struc-
ture is referred to as a sheath tube 21 with a 6-in 5-Fr size.
Moreover, the first information piece 51 (that is, the informa-
tion of the inner diameter dimension) which is shown when
applied to the third sheath tube 63 (6-in 5-Fr) is the same as
the first information piece 51 which is shown when applied to
the second sheath tube 62 (6Fr) and the second information
piece 52 (that is, the information of the outer diameter dimen-
sion) which is shown when applied to the third sheath tube 63
(6-in 5-Fr) is the same as the second information piece 52
which is shown when applied to the first sheath tube 61 (SFr).

Next, another embodiment of the sheath tube 21 which is
applied to the introducer 10 will be described with reference
to FIGS. 7(A) to 7(C). The sheath tube 21 to be applied
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includes a combination of three kinds of sheath tubes such as
a first sheath tube 71 to a third sheath tube 73 to be described
below.

As shown in FIG. 7(A), in the first sheath tube 71, the wall
thickness is t1, the outer diameter dimension is dlo, and the
inner diameter dimension is d1i. There is an example of the
previous sheath tube in which the wall thickness is not
reduced and has a SFr size.

As shown in FIG. 7(B), in the second sheath tube 72, the
wall thickness is t1 which is the same as that in the first sheath
tube 71, the outer diameter dimension is d2o (dlo<d2o0)
which is set to be a size larger than the first sheath tube 71, and
the inner diameter dimension is d2i. For example, the sheath
tube is the previous sheath tube of which the wall thickness is
not reduced and has a 6Fr size.

As shown in FIG. 7(C), in the third sheath tube 73, the wall
thickness is t2 (t2<t1) which is thinner than the first and the
second sheath tubes 71 and 72, the outer diameter dimension
is d30 (d3o0<dlo<d20) which is smaller than the outer diam-
eter dimension d1o ofthe first sheath tube 71 and smaller than

15
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first information piece 51 which is shown when applied to the
second sheath tube 72 (6Fr) and the second information piece
52 (that is, the information of the outer diameter dimension)
which is shown when applied to the third sheath tube 73 (6-in
5-Fr) is the same as the second information piece 52 which is
shown when applied to the first sheath tube 71 (SFr).

Specific examples of the color codes are set forth in the

10 following Tables 3 and 4. An example in which the first

information piece 51 is shown on the sheath support body 23
and the second information piece 52 is shown on the three-
way stopcock main body 42 is shown in Table 3. An example
in which the first information piece 51 is shown on the three-
way stopcock main body 42 and the second information piece
52 is shown on the sheath support body 23 is shown in Table
4. Note that colors which are different from the exemplified
color codes, that is, colors which are not shown by the French
sizes of the color codes may be shown.

TABLE 3

Outer

Size diameter diameter

First information piece  Second information piece
51 onsheath support 52 on three-way stopcock
body 23 (visualization main body 42 (visualization Combination of
of inner diameter) of outer diamater) colors

Inner

7in6 6Fr 7 Fr 7 Fr color (orange) 6 Fr color (green) Different colors
6 6 Fr 6 Fr 6 Fr color (green) 6 Fr color (green) Same color

6in5 S5Fr 6 Fr 6 Fr color (green) 5 Fr color (grey) Different colors
5 5Fr 5 Fr 5 Fr color (grey) 5 Fr color (grey) Same colors

5in4 4Fr 5 Fr 5 Fr color (grey) 4 Fr color (red) Different colors
4 4Fr 4 Fr 4 Fr color (red) 4 Fr color (red) Same colors

4in3  3Fr 4 Fr 4 Fr color (red) 3 Fr color (purple) Different colors

35

the outer diameter dimension d2o of the second sheath tube

In the combination shown in Table 3, the color code which

72, the inner diameter dimension is d3i (d1i<d3i=d2i) which
is larger than the inner diameter dimension dli of the first
sheath tube 71 and not larger than the inner diameter dimen-
sion d2i of the second sheath tube 72. The third sheath tube 73

is the same as the sheath support body 23 may be shown on the
housing 24. In addition, it is unnecessary to use the same
colors and colors which are not shown by the Fr size of the
sheath tube 21 may be used.

TABLE 4

Outer

Size diameter diameter

First information piece 51

on three-way stopcock  Second information piece

main body 42 52 on sheath support
Inner (visualization of inner  body 23 (visualization of Combination of
diameter) outer diameter) colors

7in6 6Fr 7 Fr 7 Fr color (orange) 6 Fr color (green) Different colors
6 6 Fr 6 Fr 6 Fr color (green) 6 Fr color (green) Same colors

6in5 S5Fr 6 Fr 6 Fr color (green) 5 Fr color (grey) Different colors
5 5Fr 5 Fr 5 Fr color (grey) 5 Fr color (grey) Same colors

5in4 4Fr 5 Fr 5 Fr color (grey) 4 Fr color (red) Different colors
4 4Fr 4 Fr 4 Fr color (red) 4 Fr color (red) Same colors

4in3  3Fr 4 Fr 4 Fr color (red) 3 Fr color (purple) Different colors

55

is the sheath tube 21 in which the wall thickness is reduced.
The outer diameter dimension of the third sheath tube 73 is
smaller than that of the previous sheath tube 21 witha 5Fr size
and the inner diameter dimension of the third sheath rube 73
is smaller than or equal to that of the previous sheath tube 21
having a 6Fr, and therefore, it is possible to insert a device
with a 6Fr size therein. According to the way of expression in
the present specification, the structure is referred to as a
sheath tube 21 with a 6-in 5-Fr size. Moreover, the first

In the combination shown in Table 4, the color code which
is the same as the housing 24 may be shown on the sheath
support body 23. In addition, it is unnecessary to use the same
colors and colors which are not shown by the Fr size of the

o Sheath tube 21 may be used.

As is exemplified in Tables 3 and 4, in a case where the first
information piece 51 is a Fr size of the sheath tube 21 having
an inner diameter dimension of the sheath tube 21 as an index
and the second information piece 52 is a Fr size of the sheath

information piece 51 (that is, the information of the inner 65 tube21 having an outer diameter dimension of the sheath tube

diameter dimension) which is shown when applied to the
third sheath tube 73 (6-in 5-Fr) is made to be the same as the

21 as an index, the first information piece 51 and the second
information piece 52 are the same as each other ina case of the
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previous sheath tube in which the wall thickness is not
reduced. On the other hand, in a case of the sheath tube 21 in
which the wall thickness is reduced, it is possible to reduce the
size of the outer diameter dimension by, for example, one Fr
size at the same inner diameter dimension, and therefore, the
first information piece 51 and the second information piece
52 are different from each other. In other words, when the first
information piece 51 and the second information piece 52 are
the same as each other (when the same color is used for the
sheath support body 23 and the three-way stopcock main
body 42 in the present embodiment), auser can easily identify
that the used introducer is the introducer 10 provided with the
previous sheath tube in which the wall thickness is not
reduced. Meanwhile, when the first information piece 51 and
the second information piece 52 are different from each other
(when different colors are used for the sheath support body 23
and the three-way stopcock main body 42 in the present
embodiment), a user can easily identify that the used intro-
ducer is the introducer 10 provided with the sheath tube 21 in
which the wall thickness is reduced.

In this manner, since the introducer 10 is provided with the
first information piece 51 having the inner diameter dimen-
sion of the sheath tube 21 as an index and the second infor-
mation piece 52 having the outer diameter dimension of the
sheath tube 21 as an index, it is possible to easily recognize
the difference between the introducer 10 provided with the
sheath tube 21 whose wall thickness is reduced and the intro-
ducer 10 provided with the previous sheath tube whose wall
thickness is not reduced.

Furthermore, since the introducer 10 is provided with the
first information piece 51 having the inner diameter dimen-
sion of the sheath tube 21 as an index and the second infor-
mation piece 52 having the outer diameter dimension of the
sheath tube 21 as an index, the relationship between the inner
diameter and the outer diameter becomes clear with respectto
the sheath tube 21 whose wall thickness is reduced.

In this manner, a user such as a doctor or a nurse can
recognize whether or not the sheath tube is the sheath tube 21
in which the wall thickness is reduced and can recognize the
relationship between the inner diameter and the outer diam-
eter with respect to the sheath tube 21 in which the wall
thickness is reduced while preparing or using the introducer
10. Accordingly, it is possible to smoothly and promptly
proceed with the preparation work of a device to be inserted
next and to prevent misidentification of the device size.

The third sheath tube 63 shown in FIG. 6(C) is the sheath
tube 21 in which the wall thickness is reduced compared to
the first and the second sheath tubes 61 and 62. The outer
diameter dimension D3o of the third sheath tube 63 is the
same as that of the first sheath tube 61 and the inner diameter
dimension D31 is the same as that of the second sheath tube
62. Therefore, it is possible to insert a device having a size
larger while reducing the size of the outer diameter. The
above-described effect can be exhibited in regards to the
introducer 10 provided with such a sheath tube 21.

In addition, the third sheath tube 73 shown in FIG. 7(C) is
the sheath tube 21 in which the wall thickness is reduced
compared to the first and the second sheath tubes 71 and 72,
and the outer diameter dimension d3o thereof is smaller than
the first and the second sheath tubes 71 and 72. Therefore, it
is possible to insert a device by reducing the size of the outer
diameter. In addition, when the inner diameter dimension d3i
is a size between the inner diameter dimensions d1i and the
d2i of the first and the second sheath tubes 71 and 72, a device
having a size larger can be inserted. The above-described
effect can be exhibited in regards to the introducer 10 pro-
vided with such a sheath tube 21.
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The embodiment in which the first information piece 51 is
configured of a color and the second information piece 52 is
also configured of a color was described, but the disclosure
here is not limited to such an example. The first information
piece 51 may be configured of at least one of a color and a
figure and the second information piece 52 may be configured
of at least one of a color and a figure. Possible configurations
which can be employed are set forth in the following Table 5.

TABLE 5

Second information
piece 52 (outer

First information
piece 51 (inner

Com- diameter dimension of diameter dimension of

bination sheath tube 21) sheath tube 21)
1 Color Color
2 Color Figure
3 Figure Color
4 Figure Figure
5 Color + figure Color
6 Color + figure Figure
7 Color Color + figure
8 Figure Color + figure
9 Color + figure Color + figure

In this manner, itis possible to simply show the first and the
second information pieces 51 and 52 using a color and a
figure.

The first and the second information pieces 51 and 52 are
not limited to the case of being configured by a color or a
figure. A character may be used in addition to a color or a
figure. In addition, it is possible that the first and the second
information pieces 51 and 52 are configured of a shape. For
example, it is possible to show the first and the second infor-
mation pieces 51 and 52 by providing a plurality of kinds of
projection shapes on the sheath hub 22 or the like in the
required number. It is predetermined that a projection shape
in which the cross section has a square shape indicates “5”
and a projection shape in which the cross section has a semi-
circular shape indicates “1”. Then, the sheath hub 22 may be
provided with “6” for the first information piece 51 or the
second information piece 52 in a case where a projection
shape of which the cross section has a square shape is pro-
vided and a projection shape of which the cross section has a
semi-circular shape is provided. In a case of showing the
information using the shape, it is possible to recognize the
information through tactile sense in addition to visual sense.

The detailed description above describes an introducer.
The invention is not limited, however, to the precise embodi-
ments and variations described. Various changes, modifica-
tions and equivalents can be effected by one skilled in the art
without departing from the spirit and scope of the invention as
defined in the accompanying claims. It is expressly intended
that all such changes, modifications and equivalents which
fall within the scope ofthe claims are embraced by the claims.

What is claimed is:

1. An introducer comprising:

an introducer sheath including an elongated hollow sheath
tube and a sheath hub, the elongated hollow sheath tube
possessing a proximal end and the sheath hub being
connected to the proximal end of the sheath tube, with a
portion of the elongated hollow sheath tube and a portion
of the sheath hub axially overlapping each other, the
sheath hub including an insertion port configured to
permit insertion of a dialator into the insertion port, the
sheath tube possessing an outer diameter and an inner
diameter; and



US 9,265,917 B2

17

a three-way stopcock portion including a connection tube,
one end of which is connected to the sheath hub, and a
three-way stopcock main body which is connected to
another end of the connection tube;

a first information piece on the introducer sheath or the
three-way stopcock portion, and a second information
piece on the introducer sheath or the three-way stopcock
portion, the first and second information pieces being
different from one another and identifying the sheath
tube of the introducer sheath as possessing a reduced
wall thickness relative to another sheath tube of another
introducer sheath that possesses either an inner diameter
or an outer diameter the same as the inner diameter or the
outer diameter, respectively, of the sheath tube of the
introducer.

2. The introducer according to claim 1, wherein the first
information piece is on the introducer sheath, and wherein the
second information piece is on the three-way stopcock por-
tion.

3. The introducer according to claim 1, wherein the sheath
hub includes a sheath support body at a proximal side of the
sheath tube; a housing at a proximal side of the sheath support
body:; a cap attached to the housing and at which the insertion
port is formed; and a tab portion provided with a through hole
to positionally fix the introducer sheath, wherein the first
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information piece is on at least one of the sheath support body,
the housing, the cap, and the tab portion in the sheath hub.

4. The introducer according to claim 3, wherein the second
information piece is on at least one of the connection tube and
the three-way stopcock main body.

5. The introducer according to claim 1, wherein the sheath
hub includes a sheath support body at a proximal side of the
sheath tube; a housing at a proximal side of the sheath support
body; a cap attached to the housing and at which the insertion
port is formed; and a tab portion provided with a through hole
to positionally fix the introducer sheath, and wherein the
second information piece is on at least one of the sheath
support body, the housing, the cap, and the tab portion in the
sheath hub.

6. The introducer according to claim 5, wherein the first
information piece is on at least one of the connection tube and
the three-way stopcock main body.

7. The introducer according to claim 1, wherein the first
information piece includes a color and the second informa-
tion piece includes a color.

8. The introducer according to claim 1, wherein the first
information pieceis atleast one of'a color and a figure, and the
second information piece is at least one of a color and a figure.
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